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Heritage Series Plank Flooring 
 

Timber Veneer European Oak      Surface Coats: UV Lacquer Matt 8-10 Coats 

Size: 1900x190x15/4mm      Pack Size: 2.166m2 

Locking System: Tongue & Groove      Core Structure: Multi-Ply Core 

Pattern: One Strip      Edging: Bevelled Edging 

Pack Length: 1900mm, 6 boards, 20% Nested      Pack Weight: 21KG/Pack 

 

Heritage Series Herringbone Parquetry 
 

Timber Veneer European Oak      Surface Coats: UV Lacquer Matt 8-10 Coats 

Size: 900x150x15/4mm      Pack Size: 1.08m2 

Locking System: Tongue & Groove      Core Structure: Multi-Ply Core 

Pattern: One Strip      Edging: Bevelled Edging 

Pack Length: 900mm, 8 boards, 4 Left x 4 Right      Pack Weight: 11KG/Pack 

 

Signature Series Plank Flooring 
 

Timber Veneer European Oak      Surface Coats: UV Lacquer Matt 8-10 Coats 

Size: 2100x242x15/4mm      Pack Size: 2.6741m2 

Locking System: Tongue & Groove      Core Structure: 3 Layer Hardwood Core 

Pattern: One Strip      Edging: Bevelled Edging 

Pack Length: 2210mm, 5 boards, 25% Nested      Pack Weight: 23KG/Pack 

 

Signature Series Chevron Parquetry 
 

Timber Veneer European Oak      Surface Coats: UV Lacquer Matt 8-10 Coats 

Size: 915x155x15/4mm      Pack Size: 1.178m2 

Locking System: Tongue & Groove      Core Structure: 3 Layer Hardwood Core 

Pattern: One Strip      Edging: Bevelled Edging 

Pack Length: 915mm, 8 boards, 5 Left x 5 Right      Pack Weight: 10.07KG/Pack 

 

Oakblock flooring is manufactured using European Oak as its primary raw material, a natural timber product with inherent characteristics. As with all real timber, 

boards will feature natural characteristics including knots, as well as black and/or coloured fillers. Variations in colour tone and grain pattern are inherent to timber 

and should be expected across individual boards, between samples and finished installations, and from batch to batch. 

Such natural variations form part of the Oakblock Classic Grade aesthetic and are not considered manufacturing defects. Accordingly, they do not constitute grounds 

for warranty claims. This grade may also contain filled natural imperfections and trace amounts of heartwood, which are consistent with industry standards for 

classic-grade timber flooring. 
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Installation Methods                                                  Test Results 
 

Fully Bonded:  Yes   Acoustic Result:  L’nT,W:40 (6 Star-AAAC Star Rating) 

Floated on underlay:  Yes  Fire Rate: AS/ISO9239.1-2003 Result CRF 4.3%kw/m2 

Over Hydronic Heating Slab:  Yes  Slip Rate: AS 4586-2013 Wet: P3, Dry: D1 

Nailed:  No  VOC: ASTM D5116-25 Formaldehyde: N/D 

Dual-Bond:  Yes  Janka Hardness: 6.0 to 6.5kN 

All test reports and certification documents are available upon request. Acoustic performance results are site-specific and may vary depending on building structure 

and installation conditions; therefore, the results provided above are indicative only. Floortex strongly recommends conducting an independent acoustic assessment 

for each project prior to purchase to obtain site-specific performance outcomes.

Warranties 
 

Residential Warranty: 20 Year Wear & Lifetime Structural 

Commercial Warranty: 5 Year Wear & Lifetime Structural 

 
This technical document has been prepared by Floortex, and all information contained herein was correct at the time of publication. Floortex reserves the right to 

amend or update product specifications without prior notice. 

To ensure optimal performance and warranty coverage, all Oakblock products should be installed by a suitably qualified and experienced flooring professional. 

Installation must strictly adhere to the most current Oakblock installation guidelines. 

The Oakblock warranty applies only where products have been installed in full accordance with the official instructions, which are supplied within each product 

package and are also accessible via the Floortex website. 

 

 


